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Residential Safety Glazing

R308.4.1 Glazing in doors.  Glazing in fixed 
and operable panels of swinging, sliding and 
bifold doors shall be consid-ered to be a 
hazardous location.R311.7.8.5 Grip size. 
Required handrails shall be of one of the 
following types or provide equivalent 
graspability.

R308.4.2 Glazing adjacent to doors.  Glazing in an individual fixed or operable panel adjacent to a door 
shall be consid-ered to be a hazardous location where the bottom exposed edge of the glazing is less than 60 
inches (1524 mm) above the floor or walking surface and it meets either of the follow-ing conditions:
1.Where the glazing is within 24 inches (610 mm) of either side of the door in the plane of the door in a

closed position.
2.Where the glazing is on a wall less than 180 degrees (3.14 rad) from the plane of the door in a closed

position and within 24 inches (610 mm) of the hinge side of an in-swinging door.

R308.4.3 Glazing in windows.  Glazing in an individual fixed or 
operable panel that meets all of the following condi-tions shall be 
considered to be a hazardous location:

1. The exposed area of an individual pane is larger than 9 square feet
(0.836 m2).

2. The bottom edge of the glazing is less than 18 inches (457 mm)
above the floor.

3. The top edge of the glazing is more than 36 inches (914 mm)
above the floor.

4. One or more walking surfaces are within 36 inches (914 mm),
measured horizontally and in a straight line, of the glazing.
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Safety Glazing Cont.

R308.4.5 Glazing and wet surfaces

Glazing in walls, enclo-sures or fences 
containing or facing hot tubs, spas, whirl-
pools, saunas, steam rooms, bathtubs, 
showers and indoor or outdoor swimming 
pools where the bottom exposed edge of 
the glazing is less than 60 inches (1524 
mm) measured verti-cally above any
standing or walking surface shall be
consid-ered to be a hazardous location.
This shall apply to single glazing and each
pane in multiple glazing.




